
Lakeside DPD Modelling 
Draft Final Report 

 

Figure1: Thurrock Model Area 

 

 

Figure 2Highway Network 
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Figure3: TTM Model Zones 

 

 

Figure 4: Count Data Points 
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Model Calibration Counts (RSI)
Model Calibration Counts (Additional )
Validation- (DFT Counts)
Validation- (Spot Check Counts)
Validation- (TRADS counts)
Additional (TBC Survey Data)
Additional (DFT Counts not used in Valida

File Location: I:\VNIF\Projects\VN40110\Technical\GIS\Count data
Date: 30/09/2011
Author: Naomi Langdon
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Figure 5: AM Trip Length Distribution before and after matrix estimation 
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Figure 6: PM Trip Length Distribution before and after matrix estimation 
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Figure 7: AM TTM Journey Validation 
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Figure 1: PM TTM Journey Time Validation 
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Figure 2: Strategic Spatial Framework Option 1 
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Figure 3: Strategic Spatial Framework Option 2 
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Figure 4: Demand Matrix Development 
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Figure 5: AM Traffic Growth for various scenarios 
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Figure 6: PM Traffic Growth for various scenarios 
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Figure 7: Nomenclature for Highway Junctions and Links 

 

 

Figure 8: Identification of Junctions assessed 
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Figure 16: Network Changes 
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Figure 17: Baseline‐AM 

 

 

Figure 18: Baseline –PM 
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Figure 19: DM – Max Reference Case –AM 

 

Figure 20: DM – Max Reference Case‐PM 

 

   



Lakeside DPD Modelling 
Draft Final Report 

 

Figure 22:  Minimum Land Use option‐ AM 

 

Figure 23:  Minimum Land Use option‐ PM 

 

   



Lakeside DPD Modelling 
Draft Final Report 

 

Figure 24: Land Use Option1‐ AM 

 

Figure 25: Land Use Option1‐ PM 
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Figure 26: Land Use Option 2‐ AM 

 

Figure 27: Land Use Option 2‐ PM 
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